
  

  

 

 

 

 

 

 

 

 

 

 

 

Product overview 

 

Part number 
 

300-002, 300-004, 300-008, 300-012, 300-016, 300-024, 300-032, 300-048 
 

Product description Evolution XPC OFC Pre-Jacketed Multipair 
 

 

Cable construction 

 

Conductor Aluminium foil shielded pairs 
Conductor 24AWG 
Stranding 7 x 0.203 
 

Insulation Material: PE 
Insulation Colour: Blue & White 
 

Shield Layer 1 Aluminium Foil/Polyester Tape 
Foil Coverage 100% 
Drain Wire 24 AWG 19/0.127 TC 
 

Jacket Material: Abrasion Resistant Matt PVC Compound 
Diameter:  2 Pair: 7.0 mm 16 Pair: 15.5 mm  
 4 Pair: 8.5 mm  24 Pair: 21.0 mm 
 8 Pair: 12.2 mm  32 Pair: 23.0 mm  
 12 Pair: 14.0 mm  48 Pair: 27.0 mm 
 
Jacket Colour: Black 
 
 
 

Evolution XPC OFC Pre-Jacketed Multipair 



  

  

Marking 300-002 Evolution XPC OFC   2 Pair Pre- Jacketed Multi 
300-004 Evolution XPC OFC   4 Pair Pre- Jacketed Multi 
300-008 Evolution XPC OFC   8 Pair Pre- Jacketed Multi 
300-012 Evolution XPC OFC 12 Pair Pre- Jacketed Multi 
300-016 Evolution XPC OFC 16 Pair Pre- Jacketed Multi 
300-024 Evolution XPC OFC 24 Pair Pre- Jacketed Multi 
300-032 Evolution XPC OFC 32 Pair Pre- Jacketed Multi 
300-048 Evolution XPC OFC 48 Pair Pre- Jacketed Multi 
 

Reel lengths 100 m / 200 m / 500 m Drum 
 

 

Electrical charcteristicsat 20°C 

 

DC resistance Conductor Resistance 880 Ω @ 20°C 
 

Capacitance (pF/m) 96 pF/m core to core 
181 pF/m core to screen 
 

 


