
  

  

 

 

 

 

 

 

 

 

 

 

 

Product overview 

 

Part number 
 

301-046, 301-047, 301-049 

Product description 
 

Evolution XPC OFC speaker cable black 

 

Cable construction 

 

Conductor 1.5 mm2 : 30 x 0.25  mm pure OFC Copper 
2.5 mm2 : 50 x 0.25  mm pure OFC Copper 
4.0 mm2 : 224 x 0.15  mm pure OFC Copper 
 

Insulation Material: Flexible PVC 
Colour (2 Core) : Red & Blue 
 

Jacket Material: Flexible Abrasion Resistant PVC Compound 
Diameter: 1.5 mm x 2 core : 7.0 mm  
 2.5 mm x 2 core : 7.5 mm  
 4.0 mm x 2 core : 10 mm 
Colour: Matt Black 
 

Marking Evolution XPC OFC 2x1.5 mm Professional Speaker CabIe 301-046 
Evolution XPC OFC 2x2.5 mm Professional Speaker CabIe 301-047 
Evolution XPC OFC 2x4.0 mm Professional Speaker CabIe 301-049 
 

Weight 1.5 mm: 7.5 Kg/100m 
2.5 mm: 9.5 Kg/100m 
4.0 mm: 17.5 Kg/100m 
 

Evolution XPC OFC speaker cable black 



  

  

Reel Lengths 100 m / 200 m / 500 m Drum 
 

 

Electrical charcteristicsat 20°C 

 

Conductor Resistance 1.5 mm2 : 11.00 Ω/Km 
2.5 mm2 : 6.23 Ω/Km 
4.0 mm2 : 3.90 Ω/Km 
 

Voltages 300/300V 
 

Operating temp -20°C to +70°C 
 

 


