
  

  

 

 

 

 

 

 

 

 

 

 

 

Product overview 

 

Part number 301-190 
 

Product description Evolution XPC heavy duty tactical CAT5E 
 

 

Cable construction 

 

Conductor 24AWG solid pure OFC copper 
 

Insulation Material Polyethylene 
Insulation Colour: 
 Pair 1 : White-Blue/Blue 
 Pair 2 : White-Orange/Orange 
 Pair 3 : White-Green/Green 
 Pair 4 : White-Brown/Brown 
 

Jacket Material TPE, black 
Diameter 6.2 mm 
 

Marking Evolution XPC Heavy Duty Tactical CAT5E 301-190 
 

Revision History DCS-02 29-04-2011 
 

 

 

 

Evolution XPC heavy duty tactical CAT5E 



  

  

Electrical charcteristics 

 

Conductor Resistance                  
 

Nominal Mutual 
Capacitance 
 

@1kHz 50 nF/km 

Skew @100MHz 15 ns/100 m typical 
 

 

Electrical charcteristics (Cont) 

 

Attenuation         -dB/100m) @ 1 MHz : 1.90 
 @ 4 MHz : 3.90 
 @ 10 MHz : 6.20 
 @ 16 MHz : 7.90 
 @ 20 MHz : 8.90 
 @ 31.25 MHz : 11.20 
 @ 62.5 MHz : 16.00 
 @ 100 MHz : 19.80 
 

General Standard 10 Base-T 
100 Base-T 
1000 Base-T (Gigabit Ethernet). 
 

Capacitance 55pF/m 
 

Impedance 100 Ohm 
 

Velocity Ratio 0.66 
 

Max Delay 45ns/100m 
 

 


