
  

  

 

 

 

 

 

 

 

 

 

 

 

Product overview 

 

Part number 
 

301-200 

Product description 
 

Evolution XPC OFC hybrid fibre camera cable 

 

Cable construction 

 

Element 1 Auxiliary Conductors AWG20 (4 x 0.60 mm²) 
Conductors TC 19 x 0.20 mm 
Insulation HDPE 
Colour Code 2 x Black, 2 x White 
 

Element 2 Single Conductors AWG24 (2 x 0.22 mm²) 
Conductors TC 7 x 0.20 mm 
Insulation HDPE 
Colour Code 1 x Red, 1 x Grey 
 

Element 3 Fibre Optic Single Mode (2 x 9/125 μ ) 
Mode Field Diameter at 1310 nm/ Ø μ m 9.5+/-1 
Cladding Diameter Ø μ m 125+/- 
Coating Material UV-cross-linked Acrylate 
Buffer Material Thermoplastic 
Colour Code 1x Blue ,1x Yellow 
 

Jacket TPE 
 

Reel lengths 100m / 200m /500m 
 

Evolution XPC OFC hybrid fibre camera cable 



  

  

Electrical charcteristics at 20°C 

 

Element 1 Auxiliary Conductors AWG20 (4 x 0.60 mm²) 
Conductor DC resistance 35.3 Ω/Km @ 20°C 
DC Loop resistance 43 Ω/Km @ 20°C 
Insulation resistance Ω/Km @ 20°C 
Dielectric Strength 1750 VAC, r.m.s. @ 20°C 
 

Element 2 Single Conductors AWG24 (2 x 0.22 mm²) 
Conductor DC resistance 97.5 Ω/Km @ 20°C 
DC Loop resistance 184 Ω/Km @ 20°C 
Insulation resistance 104 M Ω/Km @ 20°C 
Dielectric Strength 1750 VAC, r.m.s. Ω/Km @ 20°C 
 

Element 3 Fibre Optic Single Mode (2 x 9/125 μ ) 
Cut-off wavelenth 1100-1350 nm 
Attenuation 0.5 dB 
Dispersion 3.5 ps/nmxkm 
 

Reference Standard SMPTE 311M 
 

 


